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ABS GLOBAL ENGINEERING
ABS PLAZA, 16855 NORTHCHASE DRIVE, HOUSTON, TX 77060 USA

 
Task – T 1716803
Product Design Assessment (PDA)
Polyurethane Adhesive 
PDA No. 18-HG1716803-PDA
Order No 4502197343

Attention: Mr. Thilo Fertig, HENKEL AG & CO. KGAA (WCN: 160838)

The documents shown in the attached list are reviewed in accordance with the applicable

requirements indicated in the PDA along with the service restrictions and comments.

We recommend that you monitor the ABS Rules, Guides and other standards used in the

Assessment. These Rules, Guides and standards often change on an annual basis, and you must

comply with the new Rules, Guides  and standards in order for the product to be used on an ABS

classed vessel or facility contracted under the new Rules, Guides or specifications.

For any clarifications, contact Ms. D. Nikolakis at +49 40 378587 52, (dnikolakis@eagle.org).

Very truly yours,

Stefano Penco
Vice President / Director of Engineering

Electronically Signed by: E. Maliatsos

 

Electronically published by ABS Hamburg.
 Reference T1716803, dated 08-MAR-2018.
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Engineering Office: Hamburg Engineering Department

Submitter: HENKEL AG & CO. KGAA (160838)

Drawing No Revision No Drawing Title Status 

LOCTITE UK 8202_LOCTITE UK 

5400-EN 

- LOCTITE UK 

8202_LOCTITE UK 5400-EN

Filed by ABS for reference only

Correspondence - 17-0352 AC Henkel 

M3005_rev_2

-

PDA Revalidation Request Form 

filled 

- PDA Revalidation Request 

Form filled

Filed by ABS for reference only

MAT-RPT- 

001648_M3005rev2TestReport_GTT


_21Sep2016

- TestReport_GTT_21Sep2016 Filed by ABS for reference only

Electronic copies of the documents appropriately stamped are available through the ABS Eagle

Construct Engineering Manager (O2E), Web portal.

Include: PDA Certificate

Electronically published by ABS Hamburg.
 Reference T1716803, dated 08-MAR-2018.


